Builds Chemical Comfort

DEKORATIF KAPLAMA SISTEMI
DECORATIVE' COATING SYSTEM
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FOX ASSOS dekoratif zemin kaplama sistemini yeni veya eski betonlarda
kullanabilirsiniz. Sistemimiz ile yenileme projeleri artik cok kolay ve mikemmel.
Kullanildigi alanlarda uzun 6mirlu bir guzellik saglar.

You can use FOX ASSOS decorative flooring system for new or old concrete.
With our system, renovation projects are now very easy and perfect.
It provides long lasting beauty in the areas it is used.







KUSURSUZ AVANTAIJLAR

*Kusursuz bitig saglar.

*Yikama isleminden hemen sonra tasiyici hale gelir.

* Dekoratif ve estetik zeminler elde edilebilir.

*Kaymaz zemin bitiglidir, bu yizden kaydirmazlik
istenen zeminlerde kullanilabilir.

*Kimyasal dayanima sahiptir.

*Kolay temizlenebildigi icin hijyenik ortamlar yaratr.

*Yiksek asinma direncine sahiptir.

*Yuksek basing dayanimina sahiptir.

*Bakimi kolaydir.

*Solventsizdir.

*Parlak son kat kaplama elde edilebilir.

PERFECT ADVANTAGES

*Provides perfect finish.

* [t becomes carrier immediately after washing.

*Decorative and aesthetic floors can be obtained.

eIt has non-slip surface feature, it can be applied in
places where the feature is wanted

eIt has chemical resistance.

*Because it is easy fo clean, it creates hygienic
environments.

*High abrasion resistance.

eIt has high compressive strength.

*Easy to maintain.

*Solvent free.

*Glossy finish can be achieved.
















BINDER

KARISIM ORANLARI / MIXING RATE

Naturel Gri / Natural Grey

(3-5 mm Dogal Dere %100)
(3-5 mm Natural Creek %100)

Naturel Gri / Natural Grey

5-10 mm Dogal Dere(Natural Creek) %85)
4-7 mm Tamburlu Beyaz(Tumbled White) %15)

Naturel Gri / Natural Grey

7-15 mm Dogal Dere(Natural Creek) %100)

Naturel Gri / Natural Grey

5-10 mm Dogal Dere(Natural Creek) %100

Camel

5-10 mm Dogal Dere(Natural Creek) %100

Beyaz / White

4-7 mm Tamburlu Gri(Tumbled Grey) % 100

Naturel Gri / Natural Grey

4-7 mm Tamburlu Beyaz(Tumbled White) % 100)

Naturel Gri / Natural Grey

6-9 mm Kirgilli Beyaz(Flecked White) %85
3-6 mm Siyah Kirma(Quartz Black) %15

Beyaz / White

6-9 mm Siyah Kirma(Quartz Black) %30)
4-7 mm Tamburlu Gri(Tumbled Grey) (%70)

Naturel Gri / Natural Grey

4-7 mm Tamburlu Beyaz(Tumbled White) % 65)-
4-7 mm Tamburlu Siyah(Tumbled Black) % 35)

Naturel Gri /Natural Grey

4-7 mm Tamburlu Siyah(Tumbled Black) %20
4-7 mm Tamburlu Gri(Tumbled Grey) %40
4-7 mm Tamburlu Beyaz(Tumbled White) %40

Naturel Gri / Natural Grey

4-7 mm Tamburlu Gri(Tumbled Grey) %100

Kum Beji / Sand Beige

3-5 mm Dogal Dere (Natural Creek) %100)

Saman / Straw Color

4-7 mm Tamburlu Beyaz (Tumbled White) %17,5
4-7 mm Tamburlu Sari (Tumbled Yellow) %60
4-7 mm Tamburlu Siyah (Tumbled Black) %5
4-7 mm Tamburlu Pembe (Tumbled Pink) %17,5

Kum Beji / Sand Beige

4-7 mm Tamburlu Gri (Tumbled Grey) %40
4-7 mm Tamburlu Sari (Tumbled Yelf:)w) %30
4-7 mm Tamburlu Pembe (Tumbled Pink) %30

Kum Beji /Sand Beige

4-7 mm Tamburlu Pembe (Tumbled Pink) %48
4-7 mm Tamburlu Sari (Tumbled Yellow) %48
4-7 mm Tamburlu Siyah (Tumbled Black) %4

Beyaz / White

4-7 mm Tamburlu Beyaz (Tumbled White) %80
4-7 mm Tamburlu Pembe (Tumbled Pink) %20

Kum Beji / Sand Beige

4-7 mm Tamburlu Pembe (Tumbled Pink) %100

Saman / Straw Color

4-7 mm Tamburlu Sari (Tumbled Yellow) %100

Cotto

4-7 mm Tamburlu Pembe (Tumbled Pink) %100

Camel

4-7 mm Tamburlu Kahve Bordo (Tumbled Maroon Brick Red) %100

Cotto

4-7 mm Tamburlu Kahve Bordo (Tumbled Maroon Brick Red) %100

Antrasit

4-7 mm Tamburlu Siyah (Tumbled Black) %100

Naturel Gri / Natural Grey

4-7 mm Tamburlu Siyah (Tumbled Black) %100)




Asinmaya Kargi Direng
Resistance to Abrasion

Yangina Dayaniklilik
Fire Resistance

Donma Direnci
Frost Resistance

* Egilme Dayanimi
N—~ Flexural Strenght

\{_}, Basing Dayanimi Geri Dénistirelebilir Igerik
/{'}\ Compression Strenght Recycle Contens
1
Termal Direng ve Isi Gegirgenligi ;; Kirilma Dayanimi
Thermal Resistance and Conductivity C/ ‘\o Breaking Strenght
Tek Tip Homojen

) % Kaymaz Yizey Ozelligi . .
Non-Slip Feature . .

Uniform Homegen

Varolan herhangi bir sert yizeyi kaldirmadan
sadece kaplama ile yenileyin

Renovate any existing hard surface
without removing, simply with the coating.




Saglam Zemin
(Sap,beton)

Fox Assos Goriunir Agrega Sistem Uygulam Semasi
Fox Assos Exposed Aggregate System Application Chart

Katman / Layer

Urin Adi / Product Name

Agiklama

Description

Astar GCimento esasli, iki komponentli, polimer modifiyeli, | Cement based, self-levelling, hqh-sﬂengfh, coloured
1 ! FOX POLYHAFT FC305 2K celik donatilar icin korozyon ('jn[eyici kaplama ve levelling screed that can be applied up fo 10-30 mm
Primer aderans artinai astar malzemesidir. thickness and ready for final use.
Cimento esasli, kendiliginden yaylan, 10-30 mm | Cement based, two components, polymer modified,
Kaolama FOX DOMINO® MORTAR BC kalinhiga kadar uygulanabilen, son kat kullanima | anti-corrosion coating and adherence enhancing primer
2 COE ting hazrr yuksek mukavemetli, renkli tesviye sapidir. material for steel reinforcements.
Dogal-Kirma Agrega Fox Assos Exposed Aggragate sistemi icin kullanilan | Natural or quariz aggregate used in Fox Assos Exposed
Natural-Quartz Aggregate dogal veya kirma renii agrega Aggregate system
Yuzey Gecikirici Gorinir agregali befon dretimi icin kullanilan, tek One com
‘ ? ) ) v 16K ponent, water based, solvent free surface retarder
3 SRZ.;L f;(cjii . FOX CORRUGOL FM212 al(;elizr;rl]léjﬁ bazli, solvent icermeyen yizey gecikfirici used for the producion of visible aggregate concrefe.
Her 16rii beton, yapay ve dogal tas yizeyin korunmasinda ve Acrylic resin based material formulated with special additives
parlatimasinda ku\ﬁ]mlon ézel katkllarla ¥orm0|e edimis, |used in the protection and polishing of all kinds of concrete,
Son Kat akrilik recine esash bir malzemedir. Dogal gériniml, renkli- |orfificial and natural stone surfaces. It is o top coat coating that
4 T ¢ FOX ALPHACOAT FF900 asit (siolr%, prekost koruma veya yizey serflestirici iglemi provides a long-lasting protection, dust-free, surface resistance
opcod uygulanmis her tiri yizeyin binyesine nifuz ederek kir | and aesthetic appearance, penetrating info the surface of any
vazifesi géren, uzun sireli koruma, tozumazlik, yiizey direnci- | surface with notural appearance, coloured acid (stain), precast
ve estetik bir gérinim saglayan son kat kaplamadir. profection or surface hardener freatment.

Yukandaki katmanlar ve katmalarda belirtilen Grinler standart sartlar icin verilmistir. Standart sarflar disindaki durumlarda sistem detaylan ve aynintil bilgi icin teknik servisimize bagvurunuz.
The layers and the products specified in the layers above are given for standard conditions. Please contact our technical service for system details and detailed information in cases other than standard conditions.
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Antalya Fabrika
Organize Sanayi Bélgesi 1. Kisim
7.Cade No:6 Désemealti / ANTALYA

Diyarbakir Fabrika
Yaytas Mahallesi Organize Sanayi

7.Cad No:21 Yenisehir / DiYARBAKIR
+90 (242) 221 42 50
+90(532) 111 13 69

WWW.FOXBAU.COM
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